
THE BENEFITS FOR YOU:
• �Measurement: 

✔ Cutting edge radius 

✔ Angles 

✔ Cumulative image 

• Multi-edged tools 

• Theoretical countersink tip

• Run-out testing  

• �Automated measurement  
of X and Z dimensions

• �X and Z axes with  
digital display and a  
resolution of 0.001 mm

• �Measuring range X:  
ø -30 to ø 400 mm

• �Measuring length Z: 400 mm

• �Measuring range X: ø 400 mm

• �Snap gauge: ø 30 mm

• �Base and tower made of  
grey cast iron

• �Adapter sleeves for all common 
tool interfaces

• Laser-assisted edge finder

Image similar to product.

� Item no.: 1074380

KENOVA set line V244 
SMART or kOne
Your gateway to optical tool presetting.  
No compressed air required!

KELCH GmbH · Werkstrasse 30 · D-71384 Weinstadt, Germany · Phone: +49 7151 20522 - 0 · Fax: +49 7151 20522 - 11 · info@kelchgmbh.de · www.kelch.de
No responsibility is accepted for the accuracy of this information. Subject to engineering and design changes.

Learn more here:

2 OPTIONS: 
�• SMART  �
• kOneNEW



KENOVA set line  
V244 SMART with touchscreen  
control at the grip

KENOVA set line V244 
SMART or kOne
TOOL PRESETTER

* Optional: Additional interfaces available upon request
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NEW
Energy-Efficient 

without Compressed Air

a

KENOVA set line  
V244 kOne  
with  All-in-One  
touchscreen PC

4

1

1  Camera / Image Processing 

✔ �Measurement with dynamic  
or fixed crosshairs

✔ �Automatic measurement  
of radius and angle

2  Edge Finder  
With laser pointer for  
quick edge detection

3  One-Hand Operation Grip 
Allows simultaneous loosening  
of both axes for quick and  
precise adjustment. Also  
activates the laser pointer  
for immediate position  
determination.

4  Data transfer* 
✔ �Post processor for data transfer

✔ �RFID data storage 
✔ �QR code
✔ �Tool management systems
✔ �CAM system

5  Control software 
V244 SMART > SMART PRO IV 
V244 kOne > KELCH kOne

6  Base holder 
The base holder enables  
the use of adapters for  
common tool interfaces.  
To measure a tool, the  
corresponding adapter  
must be inserted.

	 Technical Data

	 Measuring range Z-axis 400 mm

	 Tool diameter 400 mm

	 Snap gauge   ø 30 mm 
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SMART PRO IV 
Control Software
• �Measuring system with CCD camera and  

integrated measurement electronics 
• �7“ capacitive LCD touch display 
• Resolution 800 x 480 pixel
• �Integrated camera for cutting edge measurement 
• Alphanumeric adapter memory
• �Measuring programs (g) 

✔ Total image for multi-edged tools 
✔ Angles (h, j), cutting edge radius, run-out testing 
✔ Separate axis stop 
✔ Incremental measurement 
✔ Customizable shortcut bar

• Measuring procedure (i)
• �USB interface for printer, storage medium,  

mouse, or external keyboard
• Reference point memory and correction procedure 
•  Data output, e.g., to label printer

www.kelch.de

kOne 
Control Software
• Powerful and intuitive to use
• �24“ All-in-One PC with touchscreen display
• �2.3 MP CMOS camera
• kOne start screen of the PC control (a)	
• �kOne Trainer – Interactive / detailed  

kOne training with guided instructions (b)
• �PictureStart – Measuring program for  

standard tools with clear parameter display  
and intuitive operator guidance for easy and  
supported measurement (c)

• �Tool inspection in incident light for checking  
wear and breakage with brightness adjustment (d)

• ��Total image for accurate identification and measu-
rement of the maximum tool contour (e)
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kOne Trainer

Create 
Adapter

Add 
Machine

Set  
Zero Point

Create  
A Setup Plan

Configure  
Label Printer

Create  
A Master Tool

Configure 
Interfaces
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� Item no.: 1074380

KENOVA set line V244 
SMART or kOne
TOOL PRESETTER
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Adapter sleeves

Item-No. Item Img.

V244 Smart
KENOVA set line V244;  

X=400 (ø) Z=400 
incl. Smart Pro IV measuring software

1

V244 kOne

KENOVA set line V244;  
X=400 (ø) Z=400 

incl. kOne measuring software,  
24“ All-in-One touchscreen PC

2

Item-No. Item Item-No. Item-No.

0414901 SK 30 1074157 VDI Ø 16 **
0414871 SK 40 1074158 VDI Ø 20 **
0414796 SK 50 1074159 VDI Ø 25 **

1074153 VDI Ø 30 **
1047049 HSK 32 1074155 VDI Ø 40 **
1050370 HSK 40 1074150 VDI Ø 50 **
1045816 HSK 50
1031344 HSK 63
1050990 HSK 80
1048157 HSK 100

1064376 PSC 32
1063951 PSC 40
1063950 PSC 50
1063953 PSC 63
1063954 PSC 80

Accessories
Item-No. Item Img.

1073741
Post processor  

for data transfer (kOne)
*

V2-CH-Indicator Mechanical turning centre indicator dial 3
1072717 4x90° Indexing for VDI tools 4
1073264 Holder for 1 adapter sleeve 5
1073526 Holder for 2 adapter sleeves 6
1073266 Holder for tools and accessories 7
1043443 Label printer 8
1043206 Labels for printer (1 roll, 500 pieces) *

1069688
Barcode scanner (manual) with  

holder and USB cable
9

1007543 Cutting edge cleaner *
131.004 TUL rack *
128.206 TUL workbench *

Basic Unit
3 4

6 9

* Fore more info, visit WWW.KELCH.DE
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OPTIONAL

** �VDI adapter sleeve incl.  
4x90° Indexing holes and  
positioning pin.  
Article 1072717 must be  
included in the order.
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